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MODEL 2800 MEDIUM DUTY
Specifically Built for Cow / Calf and Farmer/Feeders
Needs. Shown with hydraulic bottom.

SPECIFICATIONS

OVERALL LENGTH 103"
OVERALL HEIGHT 90"
OVERALL WIDTH 65"
FLOOR PLATING 3/16"
HEAD & TAILGATE BUSHINGS 11,4"
INSIDE LENGTH 93"
INSIDE HEIGHT 66"
SHEETING 12-GA
FRAME TUBE 2W' Sq. x 3/16"

The Model 2800series chutes are designed with the farmer/feeder and/or
producers in mind. These chutes can be custom built for your operation.
Using heavy-duty square tubing, the chute is built for durability and long life.
All bushings are replaceable at high wear points and greaseable, adding long
life and quietness to the operation.

You are guaranteed one of the most noise free pumps and power units on the
market today. The pump is mounted to a "C-faced flange" which, in turn,
maintains proper distance and alignment to the motor. The best in the
industry!

The access doors are standard equipment and will allow you accessibility to
the lower area of the animal. These lower doors are available in either If.z-

door; %-door or a full panel door. (Special lower door panels are also
available as

an option).

The letdowns are 2-inch pipe with a single at the rear of the side panel. When
the letdown pipe is closed it comes in contact with a rubber strip which assists
in the quietness of operation. The buyer has a choice of 1, 2 or 3 headgate
extensions, instead of the standard 2 pipe extension. The 2 and 3 pipe
extensions fold out of the way for more access to the animal's head area or
can be completely removed.

All linkage arm pivot points are greaseable with replaceable bushings. The
Model 2800 uses double twister linkage on the center shaft. This allows the
side panels to move in and out and prevents breakage and/ or frame failure.
Designed for quality assurance ease, the Model 2800 Hydraulic Chute has
been engineered for easy access to administer shots in the neck.

With all of these features and all the options that are available, you will
receive a very proven hydraulic chute for your money!

The Model 3000 Heavy Duty series hydraulic chute is designed for the larger feeder
and feedlot. The 31f.z"O.D. bushings on the headgates and tailgates and the 1A"wall
tubing on the frame makes this chute one of the best pieces of equipment for feedlot
use.

The Model 3000 utilizes two hydraulic cylinders on the headgate and two on the
tailgate, thus elinUnating linkage arms and a lot of wear points. The headgate cylinders
are synchronized via a gear-driven flow divider that causes the two headgate doors to
operate at the same moment, in time with each other.

Manufactured for medium/large cattle feeding operations, the expanded metal located
on the upper part of the headgates allows the operator to synchronize procedures with
the person on the other side of the chute... a very good safety factor. The headgate
also features rub strips at the top of the pipe, fabricated from a material known in the
industry as "UHMW" plastic. This very durable material allows no wear to the head
and tailgate pipes or the top of the tubing on the chute.

The Model 3000 comes with the noise free vane pump and quiet power unit which
maintains proper distance and alignment between the pump and the motor, utilizing a
"C-faced flange." The lower access doors are similar to the 2800 series, made up of
heavier sheeting and removable, as in all of the hydraulic chutes.
The center twister has a double impellar, one at each end, to assist in keeping the side
panels from twisting. All points in the linkage of the impellar have replaceable bush-
ings and are greaseable.

The Model 3000 hydraulic chute has 3W' OD x 3" with a special insert made of
VEKTON, located at the bottom of headgates and tailgates. The VEKTON inserts are
3" OD with a 2" hole and a metal insert with a 1" bolt that holds the assembly together,
making this bushing kit the heaviest in the marketplace today. All options available in
the 2800 series are available on the Model 3000.

MODEL 3000 HEAVY-DUTY
Designed for the Larger Feeder and Feedlot
Shown with hydraulic bottom and rubber blinders

SPECIFICATIONS

OVERALL LENGTH 102"
OVERALL HEIGHT 88"
OVERALL WIDTH 72"

FLOOR PLATING 1/4"
HEAD & TAILGATE BUSHINGS 31/2" OD w/VEKTONTM
INSIDE LENGTH 93"
INSIDE HEIGHT 66"
SHEETING lO-GA

FRAME TUBE 21/2" SQ. X 1/4" wall



MODEL 4000 SUPER-DUTY
Made for the Heaviest Use.
Shown with hydraulic bottom and rubber blinders.

SPECIFICATIONS

OVERALL LENGTH 105"
OVERALL HEIGHT 89"
OVERALLWIDTH 72"
FLOOR PLATING 3/8"
HEAD &TAlLGATE BUSHINGS 3 1/2 " OD w/VEKTONTM
INSIDE LENGTH 94"
INSIDE HEIGHT 67"
PLATING 3/16"
FRAME TUBE 3" X 3" X 1/4" WALL 3/4" RUBBER PADDING

The Super-Duty 4000"BRUTE"model is the ultimate in hydraulic chutes. From the 3" x 3" x 1,4"frame tubing to the
heaviest bushings, this chute surpasses the rest of the industry. Used by the largest commercial cattle feeders in the world,
this chute holds up under heavy daily usage.

The Model 4000 utilizes 3/16" plating on the head and tailgates and lower access doors; 3/8" plate on the floor of the
chute; UHMW rub strips on the top of the head and tailgates; 3,4"rubber padding on the headgates assist in any potential
impact; 3W' VEKTON bushing kits throughout; double impeller twister linkage on the center squeeze mounted on a 2"
solid shaft assembly; neck accessible side panels make giving injections easier. This model comes with a quiet vane pump
and motor assembly; dual cylinder operation on the head and tail gates, utilizing a gear driven flow divider; multiple
choice of headgate extensions, 1, 2, or 3 pipe removable; 1,4"tubing frame; and all of the options available on
other models.

With all these standard features, the Model 4000 Super-duty BRUTE hydraulic chute is in a class of its own.

Optional Equipment ...

EMERGENCYSIDEEXIT
In the event an animal
should go down

HYDRAULIC ADJUSTABLEBOTTOM
Used to adjust the lower side panels to
the size of the animals and assists in
the containment

OPTIONAL EQUIPMENT NOT SHOWN...
Door Safety Shields ·Hydraulic Head Bender ·Palpation Door
Dual Controls ·SingleLetdowns ·Split Lower Panels
Portable Trailer ·Lay-Over Chute ·Electronic Scales

SLATTEDFLOOR

3,4"x 2" floor designed
to allow manure to fall
through for wash-out
purposes

RUBBERBLINDERS
Animals tend not to

hesitate coming into the
chute because it blocks
the animal's view of the

operators




